CORRECTIONS UPDAIS >S 


Automatic Fridge 
Switch for Caravans 
024007-1, 

December 2002, p. 88 
Contrary to what is indicated 
by the circuit diagram, R4 
should be 330 Q, while R6 is 
better changed to 1 KQ. 
Regarding the adjustment, 
turn P1 until the relay pulls in 
at 13.5 V. Next, P2 is adjusted 
until the relay is de-energised 
at 11.5 V (i.e., do not use P1 
for this adjustment). 


Direct Current Dimmer 
024041-1, 

July/August 2002, p. 100 
The text erroneously states 
that the 555 oscillates at 65 
Hz. This should be corrected 
to read “65 ms (15 Hz)”. To 
enable the 555 to oscillate at 
65 Hz, the value of capacitor 


40 


C2 should be lowered to 
about 220 nF. 


Digital RF Wattmeter 
with LC Display 

020026-1, October 2002, p. 16 
Capacitor C2 is missing from 
the circuit diagram. It should 
be connected between junc- 
tion C1/R6/R7 and pin 8 
(INP) of IC1. The capacitor at 
pin 1 of IC1 should be 
labelled C3, not C2. 


IR Receiver 

for the I2C Bus 

024033-1, 

December 2002, p. 85 

In the upper right hand part 
of the circuit diagram, the 
names of the I2C bus lines 
have been transposed and 
should be corrected as fol- 
lows: 


SDA on pin 15 of IC1 
SCL on pin 14 of IC1 
INT on pin 19 of IC2 


It should be noted that the 
SAA3049 is no longer pro- 
duced by Philips Compo- 
nents. 


USB Driver Program- 
ming 

020109-1/2, 

October and November 
2002 

In some cases, the chip will 
not respond and all ports will 
remain low. Although Win- 
dows has detected that a 
new USB device has been 
connected, this will be not 
recognized. The problem is 
solved by fitting pull-up resis- 
tors R3 and R2 as indicated in 
Figure 1. These resistors 
should not be omitted. 


Elektuur 


Telephone Baby Monitor 
012016-1, 

November 2002, p. 46 

In the circuit diagram, the 
value of C8 should be cor- 
rected to read 470 pF. 


VCP2002 Video Copy 
Processor 

010121-1, 

July/August 2002, p. 12 

On some printed circuit 
boards the silk screen print- 
ing for the six wire links is 
missing. These links are, 
however, indicated in the 
PCB component overlay 
printed in the magazine. 
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